
 

Technical Data Sheet 

Wood Department 

NC Paint Gloss  
                           

The data on the label of the product must be considered. 
Storage and transportation should comply with the local laws.  
The information given in this data sheet is upon our best knowledge and experience with the application conditions set to 4M standards. The 
Customers are requested to verify the result by their own selves to make sure that the product is suitable for their applications and application 
conditions. 
This document is computer generated therefore it is not signed.      

 

1- Characteristic properties 
4M N.C DUCO is a high gloss Pigmented Nitrocellulose with excellent hardness, covering power, 
high gloss, good softness to touch and good bending. Helps to protect the car body from corrosion 
and cracking. 

 

2-  Materials for application 
Nitrocellulose high gloss  
NC Thinner     

3-  Suitable substrate and surface preparation 
Suitable for application over 1 K and 2 K Fillers or NC putty. 
Following degreasing flat with the following sandpaper grades. 
P400: to wet (mechanically or manually). 
P280: to dry flat (mechanically or manually). 

4- Method of Application 
By spray or by curtain coater, thinned with NC thinner. The viscosity during application could vary 
from 15 to 20 at Ford Cup 4. It can be applied in 2-3 coats allowing for a flash off time 5-10 minutes 
between coats. For spraying a nozzle diameter of 1.5 - 1.7 mm is recommended at a pressure of 3 - 
4 bar. 

5- Drying 
Dust Free   : 30 (min.) 
Touch dry    : 40 – 60 (min.) 
Stackable    : 120 (min.) 
Complete dry  : 6 – 8 (hr) 

6- Packing: 
 According to customer request 

7- Color: 
 According to 4M color card  

8- Expiry 
2 Years from date of production 

9- Material safety data 
When using these products it is required to comply with the national regulations for health and 
safety. 


