
 

Technical Data Sheet 

WOOD Department 

Polyurethane high gloss Clear Coat 
                           

The data on the label of the product must be considered. 
Storage and transportation should comply with the local laws.  
The information given in this data sheet is upon our best knowledge and experience with the application conditions set to 4M standards. The 
Customers are requested to verify the result by their own selves to make sure that the product is suitable for their applications and application 

conditions. 
This document is computer generated therefore it is not signed.      

 

1- Characteristic properties 
High gloss transparent polyurethane clear coat with outstanding hardness, elasticity and 
chemical resistance. The high mechanical and chemical resistance of this product makes it 
suitable for the application as a glossy topcoat for almost any wood object for internal use.  

 

2- Materials for application 
Polyurethane high gloss clear coat   
Hardener for high gloss clear coat   
Thinner for polyurethane     

3- Suitable substrate and surface preparation  
Suitable for application on almost any type of wood those have been prepared by our Polyester 
sealer or Polyurethane sealer  

4- Mixing ratio (By Weight) 
CLEAR VARNISH HARDENER Thinner 

2 1 20-30 % 

 
5- Pot life 

4 hours at 20 C 

6- Spraying process   
For spraying with a regular spray gun we recommend a nozzle diameter of 1.5 - 1.8 mm. The 
spraying pressure should be in the range of 3 bar. Product can be applied  over horizontal or 
vertical surfaces. A period of 3 to 4 hours should be left between coats . 

7- Cleaning of equipment 
Spraying equipment must be cleaned immediately after use. Thinners used for thinning 
nitrocellulose paints can be used.  

8- Drying time (At 20 C) 
Dust free  : 30 (min.) 

Touch dry  : 50 (min.) 

Tack dry  : 3 (hr) 
Hard dry  : 12 (hr) 

9- Packaging 
According to customer request 

10- Expiry 

2 years at 20 C 

11- Material safety data 
When using these products it is required to comply with the national regulations for health and 
safety. 


